Operating Instructions for the EIS Model 2000

The Model 2000 is specifically designed to require very little input from the pilot.
Before using the Model 2000 for the first time:

1. Set the units for temperature. The instrument is set at the factory to Fahrenheit.
2. Set the engine limits are according to the recommendations of the engine manufacturer. You may review these limits, and
' change them at any time quite easily, so it is practical to set limits more conservatively than recommended by the engine
manufacturer, but above your normal operating conditions, to get the earliest warning when something deviates from normal.
3. Set the TachP/R setting as required for your instrument. (See below for more details.)
4. All settings in the instrument may be set back to the initial factory settings by holding the right button (“Display”) when
turning on the instrument.

Before Each Flight:
1. Ifthe instrument includes the altimeter option, set it before each flight.

2. All engine limits are stored with a checksum. If the instrument determines a user setting has been somehow lost, it will
generate a “Check Entries” message at power-up. If you see this message, carefully review all user settings.

Detailed Description of the Features:

Flight Timer

The flight timer shows you how long your flight has lasted. It resets at power up, and starts counting when the engine is running
(based on the tachometer). It displays the previous flight time until the current flight time reaches 3 minutes, allowing you to
casily recall the length of the previous flight. A warning can be set when the timer exceeds your preset limit to remind you to
check your fuel.

Favorite Page

The instrument will automatically select your favorite page when the checklist is ended, or the right button is double-clicked, or
when leaving the “Set Pages”. Your favorite display page is entered under the “DISPLAY” setting in the “Set Limits” pages. It is
the last setting on these pages.

Combo Screen On-Screen Labels

Pressing the right button (“Display”) when on a combination page (that is, a page with no labels), will replace the numeric data
with labels to identify the data. Releasing the button returns the numeric data to the page.

Double-clicking the “Display” button immediately takes you to your favorite page. Normally a combination page is used as your
favorite.

Altimeter Function

The altimeter function displays altitude on the first combination page. The altimeter must be set before each flight to account for
the local barometric pressure. The altimeter is set on the “SET Pages” (See “Limits” below).

This altimeter functions as a standard aviation type altimeter. It provides 10 foot resolution, and conforms to the International
Standard Atmosphere. The vertical speed function indicates the vertical speed in hundreds of feet per minute. An up or down
arrow will appear immediately after it to show climb or descent. The vertical speed updates once per second.

Calibrating the Altimeter/Barometric Pressure

To calibrate the altimeter so that the barometric pressure it registers is correct, the follow procedure should be followed. This
procedure must be performed with a new instrument, and should be re-checked on an annual basis.


















