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Cable Connector - 9-pin female d-sub
Servo Connector - 9-pin male d-sub

Optional

Disengage*

red (20 gauge)

white

white/black

yellow

yellow/blue

green/black

blue

green

black (20 ga) Max length 2’. 
Can be extended to 20’ with 
12 or 14 ga. (ground to 
airframe near servo if 
practical)

black (20 ga) Max length 2’. 
Can be extended to 20’ with 
12 or 14 ga. (ground to 
airframe near servo if 
practical)

red (20 gauge)

Aircraft Power 10-32V
12V  2.5A (2 servos)
24V 1.3A (2 servos)
Use 3-5 Amp Breaker

Power and Ground are 20 gauge wires.
All others are 20 or 22 gauge.

Wire colors correspond to those used
in the optional wiring kit.

Backside of cable connector.
Insert wires into the numbered 
holes as shown.

Switches on Instrument Panel

Autopilot Servo Wiring - Single Display Unit
GRT Avionics, Inc.

AP Wiring Singlel DU Rev H.cdr
10/08/12

Switch on Control Stick

Power/Servo Disable
(Min Current Rating 2.5 Amps DC)
WARNING: Switch is Required
and must be reachable by the pilot, 
as it provides a backup means of
disconnecting the autopilot.

*Engage/Disengage and Disengage switches
are momentary type of any current rating, normally open type.

1   2  3  4   51   2  3  4   5

6   7  8   96   7  8   9

Roll Engage/Disengage*

Pitch Engage/Disengage*

*At least one “Engage/Disengage” switch is 
required. Two switches are optional, and allow 
engaging roll and pitch individually if desired. 
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